We Only Make High Quality LED Lamps

IP65 LED TRI-PROOF LIGHT
MF-626(25W/40W/60W) DATA SHEET

IP65 LED Tri-proof Light | mf@mingfeng-lighting.com www.mingfeng-lighting.com



N / We Only Make High Quality LED Lamps

Model No.  MF-626-25W  MF-626-30W  MF-626-40W  MF-626-50W  MF-626-60W  MF-626-50W-5 MF-626-60W-5 MF-626-80W-5

Dimension(mm) 600x87x66 1200x87x66 1500x87x66
Input voltage AC220-240V
Frequency 50Hz to 60Hz
Power 25W 30W 40W 50W 60W 50W 60W 80W
PF conversion >0.95
Power supply Mean Well or MF CE TUV driver
LED quantity(pcs) 120 192 240 288 336 288 288 432
LED brand TAIWAN EPISTAR
LED type 2835 LED
Luminous efficiency(Im) 2584.62 3082.5 4111.33 5250.35 6069.02 5163.78 6045.62 8247.35
Color temerature 3000K | 4000K | 5000K | 6000K
CRI 80-90
Beam angle 120°
Warranty 5 Years
Approval CE RoHS
Main materials Aluminum Housing + PC Milky Cover/Stripped Cover
IP rating IP65
Life span 50,000 hours

Standard packing 6pcs/ctn 6pcs/ctn 4pcs/ctn 4pcs/ctn 4pcs/ctn 4pcs/ctn 4pcs/ctn 4pcs/ctn

G.W(kg) 11 11 12 13 13 15 15 16
Carton Size(mm) 67x27x24 127x24x20 157x24x20
Operating temperature -20°C~ +50°C
Storage temperature -40°C~ + 85°C
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We Only Make High Quality LED Lamps

A: Ceiling Mounted

B: Hanging Installation

Parallel Connection (with One side cable) Series Connection (with Two sides cable or faster connector)
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